
BIPV Products
Color BIPV Facade
60-120Wp/m²
High Power Output

Key Features

Aesthetically for the Built Environment
�&�X�V�W�R�P�L�]�H�G���Y�L�Y�L�G���F�R�O�R�U���I�R�U���G�L�B�H�U�H�Q�W���D�S�S�O�L�F�D�W�L�R�Q��
�V�F�H�Q�D�U�L�R

Long Lifetime with Hight Reliability
�&�R�Q�V�W�U�X�F�W�L�R�Q���J�U�D�G�H���H�Q�F�D�S�V�X�O�D�W�L�R�Q���P�D�W�H�U�L�D�O�V�����Z�L�W�K��
�K�L�J�K�H�U���Z�H�D�W�K�H�U���U�H�V�L�V�W�D�Q�F�H

Infrared and Ultraviolet Optical 
Resistance

Flexible Installation
�&�R�P�S�D�W�L�E�O�H���Z�L�W�K���E�X�L�O�G�L�Q�J���L�Q�V�W�D�O�O�D�W�L�R�Q���P�H�W�K�R�G�V

IP68 Resistance
�+�L�J�K���V�W�D�Q�G�D�U�G���Z�D�W�H�U�S�U�R�R�I���S�H�U�I�R�U�P�D�Q�F�H

ISO 9001: 2015 �4�X�D�O�L�W�\���0�D�Q�D�J�H�P�H�Q�W���6�\�V�W�H�P

10  years Quality assurance

30 years Power output guarantee

ISO 14001: 2015 �(�Q�Y�L�U�R�Q�P�H�Q�W���0�D�Q�D�J�H�P�H�Q�W���6�\�V�W�H�P

ISO 45001: 2018  �2�F�F�X�S�D�W�L�R�Q�D�O���+�H�D�O�W�K���D�Q�G��

�6�D�I�H�W�\���0�D�Q�D�J�H�P�H�Q�W���6�\�V�W�H�P

conventional mono solar module 
linear performance warranty

standard

Performance Warranty

30

Color can be selected

Adjustable transmission



Jiangsu Pure Solar New Energy Co., Ltd
Office Add :No.141, Huxi Road, Yuqi Street, Huishan District, Wuxi City, Jiangsu Province, China

Phone Number: +86 159 6180 6785
E-mail: info@getpuresolar.com

Electrical Characteristics
Performance at STC(Power Tolerance 0~+3%)

Maximum Power (Pmax/W)

Operating Voltage(Vmpp/V)

Operating Current(Impp/A)

Open-circuit Voltage(Voc/V)

Mechanical Characteristics
Cell Type 

Cell Dimensions

Module Dimensions 

Weight 

Cable Length

Cable Cross Section Size

Front Glass

Back Glass

No. of Bypass Diodes

Cells Arrangement 

Temperature Coefficient
Temperature Coefficient Pmax -0.35%/℃

-0.26%/℃

+0.048%/℃

43 ± 2℃

Temperature Coefficient Voc

Temperature Coefficient Isc

NMOT

Operating Conditions

Pieces per pallet

Container

Pieces per container

1000V/DC(IEC)

20A

-40℃～+85℃

I-V Curve

The Size of Module

Short-circuit Voltage(Voc/V)

Module Efficiency

Performance at NMOT

STC:Irradiance 1000W/m² , module temperature 25℃ , AM=1.5

Maximum Power (Pmax/W)

Operating Voltage(Vmpp/V)

Operating Current(Impp/A)

Open-circuit Voltage(Voc/V)

Short-circuit Voltage(Voc/V)

BLUE

9080 85

12.411.6 12.0

7.266.90 7.08

15.114.1 14.6

7.607.22 7.41

13.111.7 12.4

GREEN

9585 90

12.411.6 12.0

7.667.33 7.50

15.114.1 14.6

8.027.67 7.86

13.812.4 13.1

PURPLE

8575 80

12.411.6 12.0

6.856.47 6.67

15.114.1 14.6

7.186.77 6.98

12.411.0 11.7

RED

7565 70

12.411.6 12.0

6.055.87 5.83

15.114.1 14.6

6.335.87 6.11

11.09.6 10.3

66.158.7 62.4

11.410.6 11.0

5.795.50 5.65

14.213.3 13.8

6.366.04 6.20

69.762.4 66.1

11.410.6 11.0

6.115.85 5.98

14.213.3 13.8

6.716.42 6.57

62.455.1 58.7

11.410.6 11.0

5.475.16 5.32

14.313.3 13.8

6.005.66 5.84

55.147.7 51.4

11.410.6 11.0

4.834.47 4.65

14.313.3 13.8

5.304.91 5.11

NMOT:Irradiance 800W/m² , Ambiet temperature 20℃ , AM=1.5, Wind Speed 1m/s

Packing

Frame

Junction Box

(29.53inches)

2/3

158.75mm

L:1180*W:580*H:9mm

L:46.46*W:22.83*H:0.35inches

14.8kg(16.3lbs)

High Transmission, Low Iron, Tempered Glass4.0mm

Tempered Glass4.0mm

42(3 x 14)

Monocrystalline sillicon

4mm²(0.006inches²)

30pcs

Frameless

IP68

Pieces per pallet

Container

Pieces per container

5400Pa

II

≤0.1Ω

Pieces per pallet

Connector T01/LJQ-3-CSY/MC4/MC4-EVO2

≥100MΩ


