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Key Featu res “puo;:rirnty 3 0 years Various colors are available for custopmization
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Please refer to our actual products

Composite integrated design, drainage,

Vertilation and heat insitation. Comprehensive product certification

and quality management system

Optical microporous structure, decorative
and power generation

Nanometer optical film layer, rich color
trends

Flexible photovoltaic cells, clean, green KT RacTaranice Ma ity

and energy saving = product warranty

B power warranty

. . 99%
Double waterproof design, strong sealing 100%
performance 95%
90%
85%
80% product power

Antique curved shape, elegant and natural
shape

75% warranty warranty




|The size of module | Electrical Characteristics

Maximum Power S0wW 55w 60w
op Operating Voltag 8.27v 8.75v 92,03V
A Optimum Operating Current 6.054 6.29A 6.65A

Open-circuit Voltage 1007V 10.67V 10.94v
Short-circuit Voltage 6.44A 6.66A 6.694
Module Operating Temperature Range -40°C to+85°C

E Maximum System Voltage DC1000V(IEC)

S 11 Maximum Fuse Current 10A

wn e e e e e e e Power Tolerance Range O-+5 W

:: : 3 STC:Irradiance 1000W/m?* , module temperature 25°C , AM=1.5, power measurement error 0~+5w

F

A

685mm

| Mechanical Characteristics

Ccell Type TOPCon cell 182 x 45.5mm

cell 28 pes(2 x 14)

Module Size 680 x 500 x Smm

Module Weight 6.5kg

Junction Box Enclosure Rating 1P&8

Output cables 4mm?, 500mm Cable Net Length, Cable Length Can be Customized
Connector Type MC4 Compatibility

Frame Aluminium Alloy

Front Static Load(snow) 2400Pa

Front Static Load(wind) N/A

| Temperature Characteristics

m Rated Operating Temperature of the Cell 44 + 2°C
Jirction box i Power Temperature coefficient -0.26%/°C
Open-circuit Vol ceofficient -0.24%/°C

Short-circuit Voltage temperature ceofficient 0.04%/°C

| Safety Level & Warranty

safety Level Class Il .
Product Warranty 15 years of prouct material and technology I PaCkag n g
Power Warranty 30 years linear power output Transportation Platform Lorry Platform Lorry Container
Size 13m 17.5m 40'C
Pallet 51 69 48
The attenuation in the first year is 1% Piece/Pallet 26 26 26

From the following year, the annual decline is higher than 0.375%.

The module power is not less than 80% in the 25th year. Total Pieces 1326 1794 1248




