
Glass Solar
Tile
Flat series

Key Features

Highlights

Wind protection level: 
Level 15(GB36584-2018)

Resistance to 35mm hail impact

Anti glare glass, more in line with 
Philosophy of architecture

The strength is three times that of ordinary roofs 
and cement tiles

25 year power generation warranty and roof 
waterproofing warranty

Fire active shutdown function, making the house 
safer



Jiangsu Pure Solar New Energy Co., Ltd
Office Add :No.141, Huxi Road, Yuqi Street, Huishan District, Wuxi City, Jiangsu Province, China

Phone Number: +86 159 6180 6785
E-mail: info@getpuresolar.com

Electrical Performance

Module Type

Maximum Power (Pmax)

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

Max.Power Voltage(Vmp)

Application Class

Maximum over-current protection rating

STC:AM=1,5 E=1000W/m² Tc=25 Grad Celsius,Power measurement uncertainty is within "-/+3%ance

Maximum Power Current (Imp)

Max.System Voltage

Operating Conditions

Max.System Voltage

Limiting reverse current

Operating Temperature Range

Max.static load front(snow)

Max.static load back(wind)

1500VDC

15A

-40℃ to 85℃

5400Pa

5400Pa

Mechanical Characteristics

Front Cover(material/thickness)

Cell(quantity/material/dimensions)

Frame(material/colour)

Junction Box(protection degree)

Cables&Plug connectors

Module Dimensions(L/W/H)

Weight

low-iron tempered double glass/3.2mm

anodized aluminium alloy/black

300mm/4mm2 & MC4 compatible/IP67

≥IP67

14/Monocrystalline/158.75mm

1240*390*6mm

6.75KG

6/Monocrystalline/158.75mm

630*390*6mm

3.45KG

Temperature Characteristics

Isc Temperature Coefficienct

Voc Temperature Coefficient

Pmax Temperature Coefficient

Nomininal Operating Cell Temperature

+0.48%/℃

-0.31%/℃

-0.38%/℃

43±2℃

Packing Details

Container

Pieces Per Pallets

Pallets Per Container

Pieces Per Container

20GP

80

18

1440

40GP

80

36

2880


