


The size of module Electrical Characteristics

ITEM

Maximum Power (Pmax )

Maximum Power Voltage (Vmp)

Maximum Power Current(Imp )

Open- circuit  Voltage (Voc)

Operating  Temperature

Maximum System Voltage

Maximum Series Fuse Rating

Application Cla ss

Power Tolerance

-40 ℃ to 85 ℃

1500VDC

25A

Class A

0~+5 W

STC:Irradiance 1000W/m² , module temperature 25℃ , AM=1.5

PURES-515W PURES-520W PURES-525W

525W515W 520W

40.4V40.3V40.2V

48.5V48.4V48.3V

12.94A12.85A 13.03A

13.56A13.48A 13.67A

19.34%19.16% 19.53%

Characteristic Curves

Mechanical Characteristics

Solar Cell 

Cell Size 

Module Dimensions 

Weight 

Backsheet 

J-Box

Output cables

Cable length

Connector

182×91mm

L:2246*W:1197*H:3 mm

L:2246*W:1197*H:18 mm(J-Box included)

9.1kg

White PV Backsheet

IP 67

4mm²

(+)/(-) 500 mm

MC4 compatible

No. of cells 144

Temperature Characteristics

NOCT(Nominal Operating Cell  Temperature) 41 ± 2℃

-0.38%/℃

-0.28%/℃

0.020%/℃

Packaging

Pieces per pallet

Container

Pieces per container

40'HQ20'GP

700350

7070

O�ce Add :No.141, Huxi Road, Yuqi Street, Huishan District, Wuxi City, Jiangsu Province, China
E-mail:getpuresolar@outlook.com
Phone Number:+86 159 6180 6785

Jiangsu Pure Solar New Energy Co., Ltd
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